2009-11' ZX6R Undertail Kit
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3) Drill out the two rivets that hold on the top end of the tail section and
remove top piece (as shown in photo). Separated top piece will bolt on
to new undertail with nuts and bolts supplied.

4) Attach black plastic piece that was removed (Step 3) and attach to
the new undertail with provided small nuts and bolts.

Read carefully before installation! This undertail like all undertails has been designed for off road racing use only, and has not been
presented for D.O.T. certification! Hotbodies Racing Inc., our distributors, and our dealers will NOT be responsible for the use or misuse of this product.
Always check with your local Department of Motor Vehicles before modifying any aspect of your motorcycle.

Fig. 1
5) Remove key lock mechanism from stock undertail and remove the
stock plastic black cover as shown in Fig 1. Attach key lock mechanism
to Hotbodies undertail with nuts and screws provided.

6) Remove both the well nuts from either side of the stock undertail that
hold the tail light and place in both of the provided light brackets
as shown.

Fig. 1
7) Replace the top bolt shown (inset) with the longer bolt provided in the
kit. Attach the light brackets as shown, leave the bolt hand snug so you
can adjust the light to the undertail in step 9.

8) Attach the light to the light brackets as shown using the stock hardware, similar to the stock undertail.

7) *Install license plate brackets to back side of license plate as shown.
Now hold license plate in desired location on undertail, carefully mark
and drill holes, install using the two (2) sets of align bolts and lock nuts.

8) Align side tail section pieces with new undertail and attach all stock
mounting bolts. Re-attach seat and your done! Adjust the brake light as
necessary and tighten the nuts from step #7.

WIRING INSTRUCTIONS:
*Use the provided blue clips to connect turn signal wires in undertail. On the bike; the green wire is the left turn signal, gray wire is the right turn signal and the black w/ yellow tracer wires are the grounds. On the undertail the red wires are the power/turn signal wires and the black wires are the
ground.

